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TECHNICAL BULLETIN

DIF-QUAT 2950
QUATERNARY AMMONIUM COMPOUND

DESCRIPTION

DIF-QUAT 2950 liquid is highly effective, broad spectrum, synergistic mixture of tetra-
alkyl and tri-alkyl quaternary constituents. The unique composition of DIF-QUAT 2950
represents a new state of the art in effectiveness against both gram positive and gram
negative bacteria, as well as activity against fungi. The results is that unusually low
dosage levels of DIF-QUAT 2950 are required to maintain control.

FOR SANITIZING CONTROL IN CANE SUGAR PLANTS

Since DIF-QUAT 2950 is so highly concentrated, it should be diluted prior to use at a
ratio of one part DIF-QUAT 2950 to 10 part water. The product is quite soluble in water.
Use a chemical metering pump, if available, to feed the diluted product at a dosage rate
of 4 to 8 ppm based on cane ground. The feed point is in last mill juice to achieve
maximum sanitization. Pump can be made of standard materials of construction.

TYPICAL PROPERTIES

Form Clear, Light Liquid
Flash Point 47°C

Specific Gravity 0.94 Kg/1 at 25°C.
Solubility in water Soluble

Odor Mild

PACKING

100 Kgs. - HDPE Drum

HANDLING

Keep out of reach of children. Keep container closed when not in use. Do not get in
eyes, on skin or on clothing. In case of spillage, flush with plenty of water. Wear
goggles, or face shield and rubber gloves while handling.

The information given in this bulletin is believed to be reliable. However, no guarantee is made or liability assumed. We do not know all of the uses to which this product can be put or the
conditions of use. Therefore we make no claim concerning the fitness or suitability of the product for a particular use or purpose.
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