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TECHNICAL BULLETIN

DIFCIDE 800
BIOCIDE (Di-Thio Carbamate based)
DESCRIPTION

DIFCIDE 800 is a highly effective fungicide & bacteriocide for use in controlling the
growth of bacteria & fungi found in cane sugar mills, cooling towers, air washers,
evaporative condensers pulp & paper mills. DIFCIDE 800 is not recommended for
potable water or where contamination of potable water can occur.

TYPICAL PROPERTIES

Specific Gravity 1.17

pH 115+ 1.0
Transmittance 95% minimum
Odour Hydrogen Sulfide
Activity 40%

USAGE

DIFCIDE 800 is easy to use, which can be fed at the milling station. The exact point of
dosing depends upon the pH at various points of the milling train and imbibition water
used.

Our technical representative is qualified to evaluate and advise about the exact points
of dosing so that sugar mill gets maximum advantage out of the least possible dosage.

Generally, dosage in the range of 8 — 10 ppm on cane, on a continuous basis. If a
shock dosing technique is preferred, then the equivalent calculated quantity can be
added on 25 minutes off 5 minutes on basis, using a timer attached dosing pump. For
continuous dosing, the use of dosing pump is recommended.

PACKAGING

50 Kg. - HDPE Drum
HANDLING

DIFCIDE 800 can cause eye & skin irritation. Hence, use protective clothing, etc.
while handling. Harmful if swallowed. In case of contact, immediately flush with plenty
of water for atleast 15 minutes & get medical attention.

The information given in this bulletin is believed to be reliable. However, no guarantee is made or liability assumed. We do not know all of the uses to which this product can be put or the
conditions of use. Therefore we make no claim concerning the fitness or suitability of the product for a particular use or purpose.
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