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MAFLOC  985 (FLOCCULANT) 

ANIONIC ACRYLAMIDE BASED POLYMER 
 

 

DESCRIPTION 
 
MAFLOC 985 consists of high molecular weight anionic polymer. It is used to increase the 
efficiency of settling, clarification, filtration & centrifugation operations. It accelerates settling of 
suspended colloidal impurities & produces a mud cake having the proper density, which assure 
good clarification. MAFLOC 985 is in compliance with FDA regulations. 
 

TYPICAL PROPERTIES 
 
Appearance                                         Free flowing white powder 
Activity                                                   100% 
Moisture                                                  Less than 1% 
Solubility in water    Complete 
 

SOLUTION PREPARATION 
 
Care should be taken in solution preparation. Due to high molecular weight, allow adequate 
mixing time for MAFLOC 985 to go into the solution. Proper equipment should be used for 
preparation of stock solution.  
A stock solution of 0.5 to 1 % concentration in hot water can be prepared in advance. For 
dissolving, water around 50 degree C should be used (higher than this is not recom-mended). 
Best solution is made at 150-250 rpm mixing. A high sheer can deteriorate polymer chain. Do not 
store the stock solution for more than 6 days. The stock solution should be diluted further to 0.05 
% for the ease of application into clarifier. A suitable dosing pump of S.S/P.V.C. body should be 
used for correct dosing into the system. 
 

USAGE 
 
1 to 2.00 ppm on cane crushed or as required by the process. Optimum dose should be 
ascertained in the laboratory using measuring jars. 
 

PACKING 
 

25 Kg  Bags with plastic liner 
 
 

HANDLING 
 
The product is hygroscopic. Drum should remain sealed when not in use & the plastic liner should 
be retightened after use. 
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