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TECHNICAL BULLETIN

DIFVAP 900
ANTISCALANT

DESCRIPTION

DIFVAP 900 is a liquid used to inhibit the formation of scale in evaporators, vacuum pans
and juice heating equipment. It is very effective for inhibiting oxalates, carbonates,
phosphates, silicates, sulphates and other scale forming elements in sugarcane juice.
DIFVAP 900 extends equipment operational time by reducing the frequency of boilouts.
This results in the reduction in expenses related to fuel, maintenance, chemicals, labour
and other related production losses.

DIFVAP 900 is in compliance with U.S. Food and Drug Administration Code.

TYPICAL PROPERTIES

Appearance Pale straw - coloured liquid
Specific Gravity 1.15t0 1.25

pH 7405

USAGE

DIFVAP 900 is recommended to be continuously applied at the rate of 8 — 12 ppm based
on cane crushed. However, depending on the severity of the scale tendencies, especially
in the last body of the multiple effect system, dosing may be modified so as to be fed into
one or more evaporator bodies. Our technical representative is qualified to judge & make
suitable recommendations.

PACKING

215 Kg. HDPE Drum

HANDLING

Store at ambient temperatures, avoid freezing or excessive heat during storage or use.
Avoid contact with eyes or prolonged contact with skin. Do not take INTERNALLY.

The information given in this bulletin is believed to be reliable. However, no guarantee is made or liability assumed. We do not know all of the uses to which this product can be put or the
conditions of use. Therefore we make no claim concerning the fitness or suitability of the product for a particular use or purpose.
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